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SB 721 Inspection

128806

Image Number: 40
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection 
of the completed repairs is recommended to properly document the file to 
comply with SB 721. 

Cause: Deferred maintenance.

Image Number: 41
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant until the next inspection cycle (approximately 6 years). 

Image Number: 42
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant until the next inspection cycle (approximately 6 years). 
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SB 721 Inspection

128806

Image Number: 43
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant  until the next inspection cycle (approximately 6 years). 

Image Number: 44
Observation: Decay and/or moisture damage paint at the railing's 
mechanical fasteners were observed. The hand rails in this unit were in the 
process of being painted. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant until the next inspection cycle (approximately 6 years). 

Image Number: 45
Observation: Decay and/or moisture damage paint at the railing's 
mechanical fasteners were observed. The hand rails in this unit were in the 
process of being painted

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant until the next inspection cycle (approximately 6 years). 
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SB 721 Inspection

128806

Image Number: 46
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection
of the completed repairs is recommended to properly document the file to
comply with SB 721.

Cause: Deferred maintenance.

Image Number: 47
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection
of the completed repairs is recommended to properly document the file to
comply with SB 721.

Cause: Deferred maintenance.

Image Number: 48
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant  until the next inspection cycle (approximately 6 years). 
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SB 721 Inspection

128806

Image Number: 49
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant  until the next inspection cycle (approximately 6 years). 

Image Number: 50
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant until the next inspection cycle (approximately 6 years). 

Image Number: 51
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant  until the next inspection cycle (approximately 6 years). 
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SB 721 Inspection

128806

Image Number: 52
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection
of the completed repairs is recommended to properly document the file to
comply with SB 721.

Cause: Deferred maintenance.

Image Number: 53
Observation: Cracking/deterioration was observed in the waterproof 
surface of the EEE system. This deficiency is highly susceptible to moisture 
intrusion. 

Cause: Deferred maintenance.

Remedy: Recommend contacting a licensed waterproofing specialist for the 
best restorative solutions to comply with SB 721 standards and to remain 
compliant  until the next inspection cycle (approximately 6 years). 

Image Number: 54
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection
of the completed repairs is recommended to properly document the file to
comply with SB 721.

Cause: Deferred maintenance.
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SB 721 Inspection

128806

Image Number: 55
Observation: The railing(s) appears to be properly installed, secured and 
well-maintained. 

Remedy:

Image Number: 56
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection
of the completed repairs is recommended to properly document the file to
comply with SB 721.

Cause: Deferred maintenance.

Image Number: 57
Observation: Overview of the Exterior Elevated Element (EEE):A re-inspection
of the completed repairs is recommended to properly document the file to
comply with SB 721.

Cause: Deferred maintenance.
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SB 721 Inspection

128806

   Property
Image Number: 58
Observation:  This unit was inaccessible at the time of inspection.
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SB 721 DETERMINATION 

0 PASSED INSPECTION 

The Exterior Elevated Element (EEE) is in serviceable condition. '9 

Re-inspection to be completed next SB 721 cycle (6 years) '9 

The current condition of the EEE is fair/poor. 

Restorative work must be performed by a I icensed contractor. & 

Projected remaining serviceable life: 

6+ years upon completion of the restorative repairs/replacement. 

A re-inspection should be performed after the restorative work is 

complete to document process and close the current SB 721 cycle. 

IMMEDIATE THREAT 

The current condition of the EEE poses an immediate threat to 

the occupant(s) due to failed load bearing requirements. 

Projected remaining serviceable life: N/A 

The EEE should be red-tagged preventing occupant access and 

emergency repairs and/or shoring is required immediately. 

A re-inspection of the emergency services is required. @ 

A re-inspection of the permanent repairs is recommended 

document process and close the current SB 721 cycle. 

RETAIN COPIES OF THE ALL DOCUMENTS FOR 2 INSPECTION CYCLES 

A RE-INSPECTION SHOULD BE COMPLETED WITHIN 6 YEARS 

OF THE DATE OF THIS INPECTION REPORT. 
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TERMINOLOGY 

The flat horizontal com onent of a stair step upon which a person walks. A 
standard tread is 1-1 16 inch thick. 

An intermediate floor or platform between flights of stairs. Landings permit 
directional changes in stair travel. 

The railing used as hand support in balustrade systems 

Horizontal protruding edge of tread in a staircase that is extended beyond the 
face of the riser. 

Vertical member used between railing and tread or floor, adding safety, support 
and stability to the balustrade. 

The vertical component of a stair that faces each step between stringers and 
tread, upon which the treads are laced. 

A side member of a stair that serves both carriage and finished face. It is 
routed out to receive treads and risers for box stairs. 

A vertical post used to start the balustrade, also used at points of vertical and 
directional transition. Newel posts are the backbone of balustrade strength. 

Refers to the supporting structure or framework underneath the stairs that holds 
the steps together. 

A flat molded member with a linear groove to receive square bottom balusters for 
assembl 

Distributes the weight and load of the structure through the wall, ensuring that 
the deck is securely attached to the building. 

Horizontal support element installed between parallel beams or joists to enhance 
structural stability and reduce deflection. 

Horizontal framing fastened on top of the beam or flush with the ledger to 
support the decking 

Stock attached to the joists to form the deck floor 

Foundation structure that supports and distributes the load of a column or wall to 
the under! in soil, providin stabilit and preventin excessive settlement. 

Beam located at the perimeter of the walkway, which provides structural support 

A thin and durable material used to seal and protect joints and vulnerable areas. 
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Balcony Deck Components 
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Decking Stock attached to the joists to form the deck floor 

Gaps Suggested spacing between stocks 

Cap Rail Top horizontal component of the railing 

Infill Fills the space between the handrail and the bottom of the balustrade 
Board of wood or any other material that runs around the border of Fascia the deck 

Joist Horizontal framing fastened on top of the beam or flush with the ledger 
to sunnort the deckinn 

Rim joist Beam located ot the perimeter of the balcony, which provides structural 
support 

Waterproof Loyer placed underneath the deck surface to prevent water from seeping 

membrane through, protecting the structure and avoiding moisture damage. 

Flashing A thin and durable material used to seal and protect joints and 
vulnerable areas. 

Ledger Distributes the weight and load of the structure through the wall, 
board ensuring that the deck or terrace is securely attached to the building. 

Lag bolt A 1/2-inch diameter screw with included washers. 
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YOUR GO TO 

WWW.ALLPROOFOECKS.COM 

714-253-3330
ALL PROOF DECKS IS A FAMILY-OWNED AND OPERATED COMPANY. WE 

HAVE OVER 30 YEARS OF EXPERIENCE IN THE WATERPROOFING AND 

RESURFACING INDUSTRY. WE PRIDE OURSELVES ON OUR EXCELLENT 

WORKMANSHIP, DEVOTION TO GREAT CUSTOMER SERVICE, 

PROFESSIONALISM, AND OF COURSE COMPETITIVE PRICING. 

SPACE AVAILABLE 

THIS LISTING POSITION IS AVAILABLE TO SHOWCASE YOUR BRAND 

AND SERVICES ON ALL OF OUR SB 721 INSPECTION REPORTS FOR 

THE REPRESENTED COUNTY. DONT MISS OUT ON THIS 

OPPORTUNITY TO SHINE. 

WWW.CRANKOECKANOROOF.COM 

949-374-2628

OVER 70 YEARS OF TRADITION, FAMILY VALUES, HONESTY AND 

INTEGRITY. 

WWW.MFKORANGECOUNTY.COM 

949-445-1422

SPECIALIZING IN WORK WITH HOMEOWNERS AND PROPERTY 

MANAGEMENT GROUPS ACROSS ORANGE COUNTY, OUR TALENTED 

CREW IS DEDICATED TO PROVIDING EXCEPTIONAL SERVICE AND 

CARE TO YOUR HOME OR PROJECT. 

National Roof Certification and 

Inspection Association 

© 2023 NRCIA 




